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REAR CONTROL ARM INSTALL
Note: These control arms are much easier to install when the truck is on the ground so place jack 
stands under the axle and lower the truck down so that all the weight is on the axle again.

STEP 1: Working on only one side at a time, 
loosen both ends of the lower control arm 
and remove. 

PART# K889745
2007 & UP JEEP WRANGLER JK
4.5 INCH LIFT

(2) 8897LCA-F FRONT LOWER CONTROL ARMS
(2) 8897UCA-F FRONT UPPER CONTROL ARMS
(2) 8897LCA-R REAR LOWER CONTROL ARMS
(2) 8897UCA-R REAR UPPER CONTROL ARMS

JEEP CONTROL  LENGTHS
3” LIFT 4.5” LIFT

CONTROL ARM W/CCB W/O CCB CONTROL ARM W/CCB W/O CCB
FRONT UPPER 19” 19” FRONT UPPER 19” 19 1/2”
FRONT LOWER 22 7/8” 23” FRONT LOWER 23” 23 5/8”
REAR UPPER 18 1/4” 18 1/4” REAR UPPER 18 1/4” 18 1/4”
REAR LOWER 20 3/4” 20 3/4” REAR LOWER 20 3/4” 20 3/4”

**ALL LENGTHS ARE MEASURED FROM EYE TO EYE
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STEP 6: Install your wheels and tires and 
lower the truck to the ground. Jump on the 
rear bumper a few times to settle the suspen-
sion and then tighten the trac bar bolt at the 
bracket on the axle.

STEP 5: Follow these same steps to install 
the control arms on the other side. With the 
arms now complete, install the bump stop 
extensions using the provided 3/8-16 x 1 
bolts and ensure that the brackets are angled 
forward. 

STEP 2: Loosen both ends of the upper con-
trol arm, on the same side of the truck that 
you removed the LCA, and remove the arm.

STEP 3: Now grab your new rear upper and 
lower control arms, the top will need to be 
adjusted to a length of 18 ¼” (measured from 
eye to eye) and the lower arm to a length of 
20 ¾”.

STEP 4: Loosely install the lower control 
arm first with the adjustable rod end at the 
axle and then proceed to the upper arm with 
the adjustable arm at the frame. Once both 
arms are in, tight all 4 bolts and then tighten 
down the jam nuts at the rod ends.
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FRONT CONTROL ARM 

Note: Just like the rear arms, the front arms will be much easier to install when the vehicle is on the 
ground. Install the wheels and tires and lower the truck down to its normal stance.

STEP 7: Working on one side at a time, loos-
en both ends of the lower control arm and 
remove. 

STEP 8: Unbolt the heat shield from around 
the upper control arm bushing on the frame 
and discard. There will be 2 bolts to remove. 

STEP 9: Unbolt the upper arm at both ends 
and remove. 

Note: If installing the Max Trac castor cor-
rections brackets, do so at this time using the 
instructions provided with them.

STEP 10: The control arms will need to be 
adjusted to length before installing. If you are 
using the castor correction brackets, adjust 
the upper arm to 19” and the lower arm to 
23”. If you are not using the castor correction 
brackets, adjust the upper arm to 19 ½” and 
the lower arm to 23 5/8”.
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STEP 11: Install both the upper and the 
lower control arms using the factory hard-
ware and tighten. Install the lower arm with 
the bend oriented inward and the rod end at 
the axle. The clevis on the upper arm can be 
installed either way. Note: if you are having 
trouble lining up the holes, roll the tire in 
the appropriate direction to install the bolt. 
Note: For the 4.5” lift, the upper control 
arm will go into the lowest hole on the CCB 
bracket.

STEP12: Repeat the last few steps on the 
other side until all the control arms have 
been installed and are tight.
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